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EDE 200 
 Quality/Strength Enhancing Additive 

  

Description 
 
 

EDE 200 offers all the benefits of grinding aids, such as increased grinding efficiency and cement flowability. In 
addition, it offers a unique ability to improve cement strengths which might otherwise be deficient due to mechanical, 
physical or chemical shortcomings. Advantages include either reduced cost of production or/and increased cement 
strengths. 
 

EDE 200 is a high efficiency, strength improving grinding aid. It is particularly recommended for grinding cements. 
EDE 200 reduces substantially water demand for cement and concrete production, and gives increased mechanical 
strengths of the cement. 

 

 

  

Advantages 
 

 Strength increases ranging from 5% to 50% have been demonstrated during plant trials. 
 

 EDE 200 offers unit power savings of up to 25% with no loss of strength. And the resulting production increases 
can greatly benefit plants operating at or near their grinding capacity. 

 Increased workability of cement mortars and concretes. 
 Increased early and long-term compressive strengths for production of better quality cements. 
 Increased grinding efficiency with resulting increased mill output, higher cement fineness and/or reduced unit 

power. 
 Reduced grinding energy costs. 
 Improved physical properties of the ground material. 
 Improved performance in both closed and open circuit systems at equal specific surface area or equal sieve 

residues. 
 Bulk density is increased. 
 Powder flow characteristics are improved before, during and after storage. 
 Pack set tendencies and coating are substantially reduced. 
 The risk of false set is reduced due to the lower grinding temperatures. 
 Cement particle size distribution is improved resulting in more thorough hydration. 
 Reduces plastic shrinkage (initial set). 

   

  

  

Direction for use 
 

Dosage: The dosage range is from 0.4kg to 1kg/ metric tone of material to be ground. Industrial trials are required to 
determine the optimum dosage. 
 

Procedure: Liquid admixture ready-to-use.  
A dosing pump is required to introduce the correct dosage into the mill. 
 

Our technicians are ready to provide advice and assistance in the use of EDE 200 may be introduced directly into the 
mill or onto the feed conveyor belt. 
 

CEDEX can advise on all types of equipment suitable for installation, including manual, semi-automatic, automatic and 
computerized systems. 
 

  

  

  

Characteristics 
 

 

 Form: Liquid. 
 Specific gravity at 20°C: 1.15 kg/dm3 ± 0.05 
 pH at 20°C: 8.5 ± 1.5. 
 Colour: Brown. 
 Flash point: Non flammable product. 
 

 


